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SHEET NOTES

00000

REFER TO LEGEND.
REFER TO WIRING SCHEDULE AND DIAGRAM THIS SHEET.

INSTALL DUCT DETECTOR IN SUPPLY DUCT DOWN STREAM
OF FILTERS.

(E) WATERFLOW AND TAMPER SWITCH OUTSIDE BUILDING.
SEE FIRE PROTECTION PLANS.

4§14 — 3/4°C UP TO FSD LOCATED AT TOP OF DUCT SHAFT ON
2ND FLOOR. FSD'S SHALL CLOSE SIMULTANEOUSLY UPON
ACTIVATION OF DUCT DETECTOR ON 2ND FLOOR. REFER TO
WIRING DIAGRAM THIS SHEET.

(&)  SEE SHEET EB NOTE 13.
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NOTES:
(D SEE SPECIFICATIONS FOR
ADOITIONAL COLOR-CODING
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FIRE ALARM WRING DIAGRAM
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NOTES: (D MINIMUN CONDUIT SIZE = 3/4" EMT

EOL DEVICES SHALL BE INSTALLED BY UNNERSITY
IN MAIN FACP WHEN F.A. CIRCUITS ARE CONNECTED.

@ CONDUIT ROUTING SHOWN IS SCHEMATIC ONLY.

EXACT ROUTING SHALL BE FIELD—-COORDINATED.
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